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Turned and milled parts from HUMMEL



High Quality

Materials
Non-Ferrous Metal 
(Brass, Aluminum, Nickel-Silver etc.)
Machining Steel
Stainless Steel

Dimensions
Multi-Spindler
ø 5 mm – ø 52 mm
Single-Spindler 
ø 8 mm – ø 100 mm

Machinery 
Multi-Spindler up to ø 51 mm
CNC-Single-Spindler up to ø 100 mm
CNC-Multi-Spindler up to ø 52 mm
CNC-Automatic Chucking Lathe 
Machining Centers
Diecasting

Assembly
Component assembly
Assembly machines

Surface Treatment
Galvanic surface
(Nickel, Chrome, etc.)
Anodisation 

Setting Standards



HUMMEL AG

Division MK
Mozartstraße 2
79183 Waldkirch
Germany

Tel.  +49 (0) 76 66 / 9 11 10-811
Fax +49 (0) 76 66 / 9 11 10-20
E-Mail info.mk@hummel.com

info.et@hummel.com

info.el@hummel.com

info.el@hummel.com

info.hs@hummel.com

• Cable Glands
• Circular Connectors
• Cable Protection
• Industrial Enclosures

• Sensor Technology
• Controls
• PLC or Control Panel
• Temperature Regulator
• Charging

• Systems Solutions
• Cable Assembly
• Custom fabrication of Enclosures
• Front Plates

• Metal and Nylon custom parts

• Valves and Fittings
• DesignTechnik

info.mk@hummel.com
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HUMMEL AG

Lise-Meitner-Straße 2
79211 Denzlingen
Germany
www.hummel.com


